Product Specifications

RG316D

Flexible coaxial cable, 50ohm RG316D double shielding type
Applied standard: MIL-C-17

Construction Z5#4 Materials #7%} 0.D (mm)R~}
1. W54& Inner conductor PR SC 7x0.175

2. #az% Dielectric VUS04 PTFE 1.52

3. 4hS4k Outer conductor AR 2k 2w 2H Double silver plated copper braid ~ 2.40 Nom.

4. 4% Jacket KA L% FEP 2.90

Electrical Specifications Hi4:8¢

FH.47% Cable impedance 50 ohm

H1 %% Capacitance 96.45 pF/m
1% % Velocity 70%

it LK Voltage withstanding 2000 Vrms
T/EHJE Working voltage 900 Vrms
TAE45% Operating frequency 6.0 GHz Max.

Mechanical & Environmental Specifications HUBFRIE 14 R8

25 #1242 Bend radius 15 mm

# & Weight 18 kg/km approx.
iR FEVEEl Temperature range -55 ~ +200 C

R {5 RoHS compliance Compliant

Attenuation Typical Value FEJRLAI(E

Frequency(MHz) Attenuation(dB/100m)
@ 25°C& sea level Typical
100 0.262
400 0.531
1000 0.856

3000 1.695



